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BERTOLINI 

®

pumps

L’Idromeccanica Bertolini nasce nel 1918, quando il 
fondatore, Ugo Bertolini, sognava di mettere la mecca-
nica al servizio dell’uomo, alleviandolo dalla fatica del 
lavoro nei campi ed aumentando la fertilità e la resa 
economica delle colture.

The Idromeccanica Bertolini dates all the way back to 
1918 when the founder, Ugo Bertolini, dreamt to exper-
iment with revolutionary solutions that would relieve the 
tiring hard work of the farm fields and would step up the 
fertility and the yield of crops.

History&FutureHistory&Future

00000000000
Oggi la Bertolini è un’azienda moderna in grado di 
affrontare le sfide che il mercato propone quotidiana-
mente con serenità e competenza, con uomini e mezzi 
di prim’ordine. In un mercato in evoluzione costante, l’E-
SPERIENZA acquisita negli anni dalla Bertolini è garan-
zia della sua capacità di rispondere a tutti i bisogni dei 
clienti, sia nel settore industriale che in quello agricolo.

Today Bertolini is a modern Company able to handle 
daily market challenges professionally and with serenity, 
with its good people and its first class means. In a market 
that is progressing steadily, the EXPERIENCE acquired 
in the past are a guarantee of the Bertolini commitent 
to the customers needs today, with an eye on what the 
customers needs will be tomorrow and knowledge, 
both in the industrial and in the agricultural sector.



BERTOLINI 

®

pumps

History&Future

00000000000
“How many millions 
of Bertolini pumps 

are working in the world?
Incalculable ...”

since 1918
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Min.
Max.

Max.

DIAMETER

TEMP.

PRESS.
 IN

DIAMETER

SHAFT

SAE
75W 90OIL

PESO
WEIGHT

Kg
lbs

CARATTERISTICHE - SPECIFICATIONS

OUT

 3/8 BSP

1 bar   15 PSI
6 bar   87 PSI

60° C.   140° F.

3/8 BSP

Hollow 3/4”

0.5 litri - 0.13 U.S.G.

6.1 / 12.6

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 2800 RPM 3000 RPM 3450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

WBXG 1940-W
02.7060.97.3 16,2 4,3

90 1305 13,4 3,5 2,4 3,2 14,4 3,8 2,5 3,4 16,2 4,3 2,9 3,8
13 13110 1595 13,4 3,5 2,9 3,9 14,3 3,8 3,1 4,1 16,1 4,3 3,5 4,7

130 1885 13,3 3,5 3,4 4,6 14,2 3,8 3,6 4,9 16,1 4,2 4,1 5,5

WBXG 2235-W
02.7061.97.3 14,2 3,8

110 1595 11,8 3,1 2,5 3,4 12,6 3,3 2,7 3,7 14,2 3,8 3,1 4,1
13 11,4130 1885 11,7 3,1 3,0 4,0 12,6 3,3 3,2 4,3 14,2 3,7 3,6 4,8

150 2175 11,7 3,1 3,4 4,6 12,5 3,3 3,7 4,9 14,1 3,7 4,1 5,6

WBXG 2630-W
02.7062.97.3 12,2 3,2

140 2030 10,1 2,7 2,8 3,7 10,8 2,9 3,0 4,0 12,2 3,2 3,4 4,5
13 9,8160 2320 10,1 2,7 3,2 4,2 10,8 2,9 3,4 4,5 12,2 3,2 3,8 5,1

180 2610 10,0 2,6 3,5 4,8 10,7 2,8 3,8 5,1 12,1 3,2 4,3 5,7

WBXG 3025-W
02.7063.97.3 10,7 2,8

160 2320 8,9 2,3 2,8 3,7 9,5 2,5 3,0 4,0 10,7 2,8 3,4 4,5
13 8,6180 2610 8,8 2,3 3,1 4,2 9,5 2,5 3,3 4,5 10,7 2,8 3,8 5,1

206,88 3000 8,8 2,3 3,6 4,8 9,4 2,5 3,8 5,1 10,6 2,8 4,3 5,8

WBXG-W 3/4”

OPTIONAL
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WBXG-W 3/4”

Min.
Max.

Max.

DIAMETER

TEMP.

PRESS.
 IN

DIAMETER

SHAFT

SAE
75W 90OIL

PESO
WEIGHT

Kg
lbs

CARATTERISTICHE - SPECIFICATIONS

OUT

 3/8 BSP

1 bar   15 PSI
6 bar   87 PSI

60° C.   140° F.

3/8 BSP

Hollow 1”

0.5 litri - 0.13 U.S.G.

6.3 / 13

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 2800 RPM 3000 RPM 3450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

WBXG 4040-W
02.7050.97.3 16,2 4,3

200 2900 13,4 3,5 5,3 7,1 14,4 3,8 5,7 7,6 16,2 4,3 6,4 8,5
13 13240 3480 13,4 3,5 6,3 8,4 14,3 3,8 6,7 9,1 16,1 4,3 7,6 10,2

280 4060 13,3 3,5 7,3 9,8 14,2 3,8 7,8 10,5 16,1 4,2 8,8 11,8

WBXG 4035-W
02.7051.97.3 14,2 3,8

200 2900 11,8 3,1 4,6 6,2 12,6 3,3 5,0 6,6 14,2 3,8 5,6 7,5
13 11,4240 3480 11,7 3,1 5,5 7,4 12,6 3,3 5,9 7,9 14,2 3,7 6,7 8,9

280 4060 11,7 3,1 6,4 8,6 12,5 3,3 6,9 9,2 14,1 3,7 7,7 10,4

WBXG 4030-W
02.7052.97.3 12,2 3,2

200 2900 10,1 2,7 4,0 5,3 10,8 2,9 4,3 5,7 12,2 3,2 4,8 6,4
13 9,8240 3480 10,1 2,7 4,7 6,4 10,8 2,9 5,1 6,8 12,2 3,2 5,7 7,7

280 4060 10,0 2,6 5,5 7,4 10,7 2,8 5,9 7,9 12,1 3,2 6,7 8,9

WBXG 4025-W
02.7053.97.3 10,7 2,8

200 2900 8,9 2,3 3,5 4,7 9,5 2,5 3,7 5,0 10,7 2,8 4,2 5,7
13 8,6240 3480 8,8 2,3 4,2 5,6 9,5 2,5 4,5 6,0 10,7 2,8 5,0 6,8

280 4060 8,8 2,3 4,8 6,5 9,4 2,5 5,2 7,0 10,6 2,8 5,8 7,8

WBXG-W 1”

OPTIONAL
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.
 

G. 1”

-0.1 bar - 1.5 PSI
6 bar   87 PSI

74° C.   165° F.

G. 1/2”

30 mm

1.5 litri   0.4 U.S.G.

20.5 / 45

DIAMETER

PRESS.

TEMP.

DIAMETER

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

CARATTERISTICHE - SPECIFICATIONS

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 950 RPM 1200 RPM 1450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

RX 2340
18.2003.97.3 22,4 5,9

300 4350 14,9 3,9 8,8 11,8 18,7 4,9 11,0 14,8 22,4 5,9 13,2 17,7
22 14,4350 5075 14,9 3,9 10,2 13,7 18,6 4,9 12,8 17,1 22,2 5,9 15,3 20,5

400 5800 14,8 3,9 11,6 15,6 18,5 4,9 14,5 19,5 22,1 5,8 17,4 23,3

RX 2840
18.2002.97.3 27,2 7,2

300 4350 18,2 4,8 10,7 14,3 22,7 6,0 13,4 17,9 27,2 7,2 16,0 21,5
22 17,5350 5075 18,1 4,8 12,4 16,6 22,6 6,0 15,5 20,8 27,0 7,1 18,6 24,9

400 5800 18,0 4,7 14,1 18,9 22,5 5,9 17,7 23,7 26,9 7,1 21,1 28,3

RX 3640
18.2001.97.3 35,7 9,4

300 4350 23,9 6,3 14,1 18,9 29,8 7,9 17,6 23,6 35,7 9,4 21,0 28,2
22 23350 5075 23,7 6,3 16,3 21,9 29,7 7,8 20,4 27,4 35,5 9,4 24,4 32,7

400 5800 23,6 6,2 18,6 24,9 29,5 7,8 23,2 31,1 35,4 9,3 27,8 37,2

RX400

OPTIONAL

KIT PIEDINI cod. 08.9829.97.3 (optional)
MOUNTING RAILS KIT cod. 08.9829.97.3 (optional)
KIT SUPPORTS cod. 08.9829.97.3 (option)
JUEGO DE PIES cod. 08.9829.97.3 (opción)

KIT PIEDINI cod. 08.9829.97.3 (optional)
MOUNTING RAILS KIT cod. 08.9829.97.3 (optional)
KIT SUPPORTS cod. 08.9829.97.3 (option)
JUEGO DE PIES cod. 08.9829.97.3 (opción)
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.
 

G. 3/4”

-0.1 bar - 1.5 PSI
6 bar   87 PSI

74° C.   165° F.

G. 3/8”

30 mm

1.5 litri   0.4 U.S.G.

22.5 / 49.5

DIAMETER

PRESS.

TEMP.

DIAMETER

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

CARATTERISTICHE - SPECIFICATIONS

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 950 RPM 1200 RPM 1450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

RX 1950
18.2005.97.3 18,5 4,9

400 5800 12,3 3,3 9,7 13,0 15,4 4,1 12,1 16,3 18,5 4,9 14,5 19,5
20 14,4450 6525 12,3 3,2 10,9 14,6 15,4 4,1 13,6 18,2 18,4 4,9 16,2 21,8

500 7250 12,2 3,2 12,0 16,1 15,3 4,0 15,0 20,1 18,3 4,8 18,0 24,1

RX 2350
18.2004.97.3 22,5 5,9

400 5800 15,0 4,0 11,8 15,8 18,8 5,0 14,7 19,8 22,5 5,9 17,6 23,6
20 17,5450 6525 14,9 3,9 13,2 17,7 18,7 4,9 16,5 22,1 22,3 5,9 19,7 26,5

500 7250 14,9 3,9 14,6 19,6 18,6 4,9 18,2 24,5 22,2 5,9 21,8 29,3

RX 3050
18.2000.97.3 29,5 7,8

400 5800 19,7 5,2 15,5 20,8 24,7 6,5 19,4 26,0 29,5 7,8 23,2 31,1
20 23450 6525 19,6 5,2 17,3 23,3 24,5 6,5 21,7 29,1 29,4 7,8 25,9 34,8

500 7250 19,5 5,2 19,2 25,7 24,4 6,5 24,0 32,2 29,2 7,7 28,7 38,5

RX500

OPTIONAL

KIT PIEDINI cod. 08.9829.97.3 (optional)
MOUNTING RAILS KIT cod. 08.9829.97.3 (optional)
KIT SUPPORTS cod. 08.9829.97.3 (option)
JUEGO DE PIES cod. 08.9829.97.3 (opción)
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CARATTERISTICHE - SPECIFICATIONS

1/2 BSP

-0.1 bar - 1.5 PSI
6 bar   87 PSI

85° C.   185° F.

3/8 BSP

24 mm

0.7 litri   0.18 U.S.G.

10.6 / 23.3

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

1” 1/2 BSP (NR.2)

6 bar  87 PSI
-0.2 bar - 3 PSI

60° C.   140° F.

1” BSP (NR.2)

35 mm

75.2 / 169.8

2,8 litri   0,74 U.S.G.

serie Heavy Duty CK 3006

High performance - Low maintenance

Cold and Hot water cleaning solutions...

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 950 RPM 1200 RPM 1450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CK 2015
76.8030.97.3 194,2 51,3

100 1450 129,8 34,3 25,5 34,2 162,3 42,9 31,9 42,7 194,2 51,3 38,1 51,1
30 34120 1740 129,1 34,1 30,4 40,8 161,5 42,7 38,1 51,0 193,2 51,1 45,5 61,1

150 2175 128,5 33,9 37,8 50,8 160,7 42,5 47,3 63,5 192,3 50,8 56,6 75,9
Nota: La pressione di 150 bar è adatta al solo accoppiamento diretto

CK 2313
76.8031.97.3 230,3 60,8

75 1087,5 153,9 40,7 22,7 30,4 192,5 50,9 28,3 38,0 230,3 60,8 33,9 45,5
36 28100 1450 153,1 40,5 30,1 40,3 191,5 50,6 37,6 50,4 229,1 60,5 45,0 60,3

125 1812,5 152,4 40,3 37,4 50,2 190,6 50,4 46,8 62,7 228,0 60,2 56,0 75,0
Nota: La pressione di 125 bar è adatta al solo accoppiamento diretto

CK 2810
76.8032.97.3 279,6 73,9

60 870 186,9 49,4 22,0 29,5 233,7 61,8 27,5 36,9 279,6 73,9 32,9 44,2
36 3480 1160 185,9 49,1 29,2 39,2 232,6 61,4 36,5 49,0 278,2 73,5 43,7 58,6

100 1450 185,0 48,9 36,3 48,7 231,4 61,1 45,4 60,9 276,9 73,1 54,4 72,9
Nota: La pressione di 100 bar è adatta al solo accoppiamento diretto

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 550 RPM 750 RPM 1000 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CK 2010
76.8033.97.3 196,1 51,8

50 725 110,0 29,1 10,8 14,5 148,5 39,2 14,6 19,6 196,1 51,8 19,3 25,8
40 2875 1087,5 109,4 28,9 16,1 21,6 147,8 39,0 21,8 29,2 195,1 51,5 28,7 38,5

100 1450 108,9 28,8 21,4 28,7 147,1 38,9 28,9 38,7 194,1 51,3 38,1 51,1
Nota: Accoppiamento tipo giunto/puleggia

CK 2580
76.8034.97.3 252,1 66,6

40 580 141,4 37,4 11,1 14,9 191,0 50,5 15,0 20,1 252,1 66,6 19,8 26,6
40 3660 870 140,7 37,2 16,6 22,2 190,0 50,2 22,4 30,0 250,8 66,3 29,6 39,6

80 1160 140,0 37,0 22,0 29,5 189,1 50,0 29,7 39,8 249,6 65,9 39,2 52,6
Nota: Accoppiamento tipo giunto/puleggia
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CK 3006

High performance - Low maintenance

Cold and Hot water cleaning solutions...

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 950 RPM 1200 RPM 1450 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CK 2015
76.8030.97.3 194,2 51,3

100 1450 129,8 34,3 25,5 34,2 162,3 42,9 31,9 42,7 194,2 51,3 38,1 51,1
30 34120 1740 129,1 34,1 30,4 40,8 161,5 42,7 38,1 51,0 193,2 51,1 45,5 61,1

150 2175 128,5 33,9 37,8 50,8 160,7 42,5 47,3 63,5 192,3 50,8 56,6 75,9
Nota: La pressione di 150 bar è adatta al solo accoppiamento diretto

CK 2313
76.8031.97.3 230,3 60,8

75 1087,5 153,9 40,7 22,7 30,4 192,5 50,9 28,3 38,0 230,3 60,8 33,9 45,5
36 28100 1450 153,1 40,5 30,1 40,3 191,5 50,6 37,6 50,4 229,1 60,5 45,0 60,3

125 1812,5 152,4 40,3 37,4 50,2 190,6 50,4 46,8 62,7 228,0 60,2 56,0 75,0
Nota: La pressione di 125 bar è adatta al solo accoppiamento diretto

CK 2810
76.8032.97.3 279,6 73,9

60 870 186,9 49,4 22,0 29,5 233,7 61,8 27,5 36,9 279,6 73,9 32,9 44,2
36 3480 1160 185,9 49,1 29,2 39,2 232,6 61,4 36,5 49,0 278,2 73,5 43,7 58,6

100 1450 185,0 48,9 36,3 48,7 231,4 61,1 45,4 60,9 276,9 73,1 54,4 72,9
Nota: La pressione di 100 bar è adatta al solo accoppiamento diretto

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 550 RPM 750 RPM 1000 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CK 2010
76.8033.97.3 196,1 51,8

50 725 110,0 29,1 10,8 14,5 148,5 39,2 14,6 19,6 196,1 51,8 19,3 25,8
40 2875 1087,5 109,4 28,9 16,1 21,6 147,8 39,0 21,8 29,2 195,1 51,5 28,7 38,5

100 1450 108,9 28,8 21,4 28,7 147,1 38,9 28,9 38,7 194,1 51,3 38,1 51,1
Nota: Accoppiamento tipo giunto/puleggia

CK 2580
76.8034.97.3 252,1 66,6

40 580 141,4 37,4 11,1 14,9 191,0 50,5 15,0 20,1 252,1 66,6 19,8 26,6
40 3660 870 140,7 37,2 16,6 22,2 190,0 50,2 22,4 30,0 250,8 66,3 29,6 39,6

80 1160 140,0 37,0 22,0 29,5 189,1 50,0 29,7 39,8 249,6 65,9 39,2 52,6
Nota: Accoppiamento tipo giunto/puleggia

CK 3006
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serie Heavy Duty CPQ LX
CARATTERISTICHE - SPECIFICATIONS

1/2 BSP

-0.1 bar - 1.5 PSI
6 bar   87 PSI

85° C.   185° F.

3/8 BSP

24 mm

0.7 litri   0.18 U.S.G.

10.6 / 23.3

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

1” 1/2 BSP

6 Bar  87 PSI

- 0.2 bar  - 3 PSI

60° C.   140° F.

1” BSP

40 mm

3,3 litri   0.87 U.S.G.

57 / 125.6

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 700 RPM 850 RPM 1000 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CPQ 9020 LX
73.8631.97.3 87,6 23,1

150 2175 62,5 16,5 18,4 24,7 75,2 19,9 22,2 29,7 87,6 23,1 25,8 34,6
30 44180 2610 62,2 16,4 22,0 29,5 74,8 19,8 26,4 35,5 87,2 23,0 30,8 41,3

200 2900 61,9 16,4 24,3 32,6 74,5 19,7 29,2 39,2 86,7 22,9 34,1 45,7

CPQ 1316 LX
73.8632.97.3 126,1 33,3

100 1450 90,1 23,8 17,7 23,7 108,3 28,6 21,3 28,5 126,1 33,3 24,8 33,2
36 44130 1885 89,6 23,7 22,9 30,7 107,8 28,5 27,5 36,9 125,5 33,2 32,0 43,0

160 2320 89,2 23,6 28,0 37,6 107,2 28,3 33,7 45,2 124,9 33,0 39,2 52,6

CPQ 1413 LX
73.8633.97.3 141,6 37,4

90 1305 101,1 26,7 17,9 24,0 121,5 32,1 21,5 28,8 141,6 37,4 25,0 33,6
40 40110 1595 100,6 26,6 21,7 29,1 120,9 32,0 26,1 35,0 140,9 37,2 30,4 40,8

130 1885 100,1 26,4 25,5 34,3 120,3 31,8 30,7 41,2 140,2 37,0 35,8 48,0

CPQ 1613 LX
73.8634.97.3 155,7 41,1

90 1305 111,2 29,4 19,7 26,4 133,7 35,3 23,6 31,7 155,7 41,1 27,5 36,9
40 44110 1595 110,6 29,2 23,9 32,0 133,0 35,1 28,7 38,5 155,0 40,9 33,5 44,9

130 1885 110,1 29,1 28,1 37,7 132,4 35,0 33,8 45,3 154,2 40,7 39,4 52,8



11

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 700 RPM 850 RPM 1000 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CPQ 9020 LX
73.8631.97.3 87,6 23,1

150 2175 62,5 16,5 18,4 24,7 75,2 19,9 22,2 29,7 87,6 23,1 25,8 34,6
30 44180 2610 62,2 16,4 22,0 29,5 74,8 19,8 26,4 35,5 87,2 23,0 30,8 41,3

200 2900 61,9 16,4 24,3 32,6 74,5 19,7 29,2 39,2 86,7 22,9 34,1 45,7

CPQ 1316 LX
73.8632.97.3 126,1 33,3

100 1450 90,1 23,8 17,7 23,7 108,3 28,6 21,3 28,5 126,1 33,3 24,8 33,2
36 44130 1885 89,6 23,7 22,9 30,7 107,8 28,5 27,5 36,9 125,5 33,2 32,0 43,0

160 2320 89,2 23,6 28,0 37,6 107,2 28,3 33,7 45,2 124,9 33,0 39,2 52,6

CPQ 1413 LX
73.8633.97.3 141,6 37,4

90 1305 101,1 26,7 17,9 24,0 121,5 32,1 21,5 28,8 141,6 37,4 25,0 33,6
40 40110 1595 100,6 26,6 21,7 29,1 120,9 32,0 26,1 35,0 140,9 37,2 30,4 40,8

130 1885 100,1 26,4 25,5 34,3 120,3 31,8 30,7 41,2 140,2 37,0 35,8 48,0

CPQ 1613 LX
73.8634.97.3 155,7 41,1

90 1305 111,2 29,4 19,7 26,4 133,7 35,3 23,6 31,7 155,7 41,1 27,5 36,9
40 44110 1595 110,6 29,2 23,9 32,0 133,0 35,1 28,7 38,5 155,0 40,9 33,5 44,9

130 1885 110,1 29,1 28,1 37,7 132,4 35,0 33,8 45,3 154,2 40,7 39,4 52,8

CARATTERISTICHE - SPECIFICATIONS

1/2 BSP

-0.1 bar - 1.5 PSI
6 bar   87 PSI

85° C.   185° F.

3/8 BSP

24 mm

0.7 litri   0.18 U.S.G.

10.6 / 23.3

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

DIAMETER

PRESS.

TEMP.

DIAMETER

Min.

Max.

Max.

SAE 
75W90

Kg
lbs

.
 

IN

OUT

SHAFT

OIL

PESO 
WEIGHT

3/4” BSP-F

6 Bar  87 PSI

2 bar  29 PSI

60° C.   140° F.

3/8” BSP-M-60°

40 mm

4 litri   1.05 U.S.G.

91 / 200.6

CHX 21-1000

CARATTERISTICHE - FEATURES PERFORMANCE CHART

MODELLO MODEL
CODICE PART NR.

MAX PRESS RPM 550 RPM 750 RPM 1000 PIST.
PLUNG
Dia. mm

CORSA
STROKE

mmL/min GPM Bar PSI L/min GPM KW HP L/min GPM KW HP L/min GPM KW HP

CHX 21-1000
74.1030.97.3 21,0 5,5

800 11600 11,8 3,1 18,5 24,8 15,9 4,2 25,0 33,5 21,0 5,5 33,0 44,2
14 50900 13050 11,7 3,1 20,7 27,8 15,8 4,2 27,9 37,5 20,9 5,5 36,9 49,5

1000 14500 11,7 3,1 22,9 30,7 15,7 4,2 30,9 41,4 20,8 5,5 40,8 54,7
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Via F.lli Cervi, 35/1 - 42124 REGGIO EMILIA (ITALY)
PH: +39.0522-306641 r.a. - Fax +39.0522-306648
www.bertolinipumps.com - email: email@bertolinipumps.com
Technical web: www.chemicalpolypumps.com
www.hp-wjp.com

IDROMECCANICA BERTOLINI S.p.A.


